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Metal Halide

E-28
ED-28
BT-28

E-37
ED-37
BT-37

B-17

ED-17

All operating and physical characteristics for items in this section were  provided by the manufacturers of these products.
§ Item wil be available until stock is depleted

§
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WATTS/ANSI # BASE BURNING
POSITION

BULB DESCRIPTION INITIAL
LUMEN-

S

MEAN
LUMEN-

S

AVG
LIFE

NATIONAL
STOCK NUMBER

75W, ANSI M-101 MEDIUM BASE UP ED-17 CLEAR, 3200K, CRI 65 5600 4450 5000 6240-01-351-0911

100W, ANSI M-90 MEDIUM ANY ED-17 CLEAR, 3200K, CRI 65 8500 6000 10000 6240-01-350-6808

150W, ANSI M-102 MEDIUM ANY ED-17 CLEAR, 3200K, CRI 65 13500 10800 10000 6240-01-350-6809

175W, ANSI M-57 MOGUL

ANY E-28

CLEAR
13000V/
12000H

10350V/
8300H

10000-
V/

6000H
6240-01-163-2813

COATED
14000V/
12000H

9950V/
7800H

10000-
V/

6000H
6240-01-162-0312

HORZ BT-28

CLEAR (HO) 15000 12000 7500 6240-01-345-2255

COATED (HO) 15000 11300 7500 6240-01-344-9973

COATED, 3200K, CRI 70
(HO)

14000 10500 7500 6240-01-344-6673

VERTICAL E-28 CLEAR 14000 10200 7500 6240-01-198-9395

250W, ANSI M-58 MOGUL

ANY E-28

CLEAR
20500V/
19500H

17000V/
14000H

10000 6240-01-158-6599

COATED
20500V/
19500H

16000V/
13500H

10000 6240-01-160-4370

HORZ BT-28

CLEAR (HO) 23000 18000 10000 6240-01-344-6674

COATED (HO) 23000 17000 10000 6240-01-344-6675

COATED, 3200K, CRI 70
(HO)

21500 16500 10000 6240-01-344-6676

400W, ANSI M-59 MOGUL

ANY

BT-37 CLEAR
36000V/
32000H

28800V/
700H

20000-
V/

15000H
6240-01-152-2662

E-37 COATED
36000V/
32000H

27700V/
22700H

20000-
V/

15000H
6240-01-160-1070

BASE UP
BT-37

CLEAR (HO) 40000 32000 20000 6240-01-167-1059

COATED (HO) 40000 31000 20000 6240-01-158-6601

COATED, 3200K, CRI 70
(HO)

36000 27000 20000 6240-01-344-6992

CLEAR (ROJ) 38000 30500 20000 6240-01-344-6993
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Metal Halide

E-37
ED-37
BT-37 BT-56

All operating and physical characteristics for items in this section were  provided by the manufacturers of these products.

A B B R E V IAT ION S

H O H IGH  O U T P U T  L A M P

R OJ
RU GG E D IZ E D  OU T E R  JA C K E T :
F OR  U S E  IN  O P E N  B OT TOM
F IX T U R E S

S E S E LF -E X T IN GU IS H IN G

WATTS/ANSI # BASE BURNING
POSITION

BULB DESCRIPTION INITIAL
LUMENS

MEAN
LUMEN-

S

AVG
LIFE

NATIONAL
STOCK NUMBER

400W, ANSI M-59 MOGUL

BASE UP

BT-37

COATED (ROJ) 38000 28500 20000 6240-01-344-6994

COATED, 3200K, CRI 70
(ROJ)

35000 26500 20000 6240-01-344-6995

BT-56
CLEAR (SE) 37400 29900 20000 6240-01-344-9561

COATED (SE) 37400 28800 20000 6240-01-344-9562

BT-37 COATED (SE) (ROJ) 35500 21000 20000 6240-01-361-9728

BASE
DOWN

BT-37
CLEAR (HO) 40000 32000 20000 6240-01-163-6606

COATED (HO) 40000 31000 20000 6240-01-162-0308

HORZ BT-37

CLEAR (HO) 40000 32000 20000 6240-01-272-1797

COATED (HO) 40000 31000 20000 6240-01-344-6677

COATED, 3200K, CRI 70
(H0)

36000 27000 20000 6240-01-344-9553

1000W, ANSI M-
47 MOGUL

ANY

BT-56 CLEAR
110000V/
107800H

88000V/
86240H

12000 6240-00-474-5802

BT-56 COATED
110000V/
100000H

98000V/
7600H

12000 6240-01-163-0015

BASE UP
BT-37

CLEAR (H0) 110000 82000 12000 6240-01-344-6996

COATED (H0) 110000 83000 12000 6240-01-344-9557

CLEAR (ROJ) (H0) 110000 88000 12000 6240-01-344-9559

COATED (ROJ) (HO) 110000 84000 12000 6240-01-344-9560

BT-56 CLEAR (SE) (HO) 112500 90000 12000 6240-01-345-9537

BASE
DOWN

BT-56 CLEAR (H0) 115000 92000 12000 6240-01-163-2812

BT-37 COATED (H0) 125000 95800 12000 6240-01-344-9558

1500W, ANSI M-
48

1500

MOGUL

BASE UP BT-56 CLEAR 150000 135000 3000 6240-01-162-6749

BASE
DOWN

BT-56 CLEAR 150000 135000 3000 6240-01-162-0315
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Metal Halide

E-37
ED-37
BT-37

All operating and physical characteristics for items in this section were  provided by the manufacturers of these products.
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Metal Halide Retrofits for 400W Mercury Vapor Lamps

WATTS/ANSI # BASE
BURNING
POSITION

BULB DESCRIPTION
INITIAL
LUMEN-

S

MEAN
LUMEN-

S

AVG
LIFE

NATIONAL STOCK
NUMBER

325W,  (Use
with 400W, H-33

CW/CWA
Mercury Vapor

Ballast)

MOGUL ANY E-37

CLEAR
28000V/
26000H

18200V/
16400H

20000V/
10000H

6240-01-344-5150

COATED
28000V/
26000H

17600V/
15800H

20000V/
10000H

6240-01-344-4824

CLEAR (SE)
26700V/
24800H

17350V/
15600H

15000V/
10000H

6240-01-344-4825

COATED (SE)
26700V/
24800H

16800V/
15100H

15000V/
10000H

6240-01-344-4826


